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1.Rythmic Administration Sets
 

Spike Sets
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Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 85cm +/-4cm

Rythmic Administration Set - Spike Set PN DEHP Free KM1.EE.148.1 

Sterility protective cap (PP natural)
•Secure internal sterility

Slide clamp (PE blue)
(Open           /           Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Air In Line detection tube (PVC transparent)
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1,2 micron

Tube to tube connector (MABS natural transparent)

Vented spike : air inlet filter and On-Off cap (MABS white / PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter (Acrylic natural transparent)
Filter media : Hydrophilic PES membrane 1,2um pore size
 10sqcm filtration area
Vent media: Hydrophobic PTFE membrane 0,03um pore size 

Open tip protector (PP green)
Secure internal sterility
Allows dripping during priming

Priming volume: 5,4 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box 
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging
Storage temperature: 05°C - 30°C

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.

To be used only with Mini Rythmic  PN+ 
Rythmic  Serena / Rythmic  Ultima



0,2 micron

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 85cm +/-4cm

Sterility protective cap (PP natural)
•Secure internal sterility

Slide clamp (PE blue)
(Open          /            Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent, Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Air In Line detection tube (PVC transparent)
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Tube to tube connector (MABS natural transparent)

Vented spike : air inlet filter and On-Off cap (MABS white/ PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Rythmic Administration Set 
Paediatric Spike PN Set DEHP Free 0,2um filter for 2in1F KE1.EE.192.0 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter / Anti-bacterial filter (Acrylic blue transparent)
•Filter media : Hydrophilic PES membrane 0,2um pore size
 10sqcm filtration area
•Vent media: Hydrophobic PTFE membrane 0,03um pore size 
•Not recommended for lipids administration
•Blue colour coding

Open tip protector (PP green)
• Secure internal sterility
• Allows dripping during priming

Priming volume: 5,4 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box 
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging
Storage temperature: 05°C - 30°C

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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To be used only with Mini Rythmic  PN+ 
Rythmic  Serena / Rythmic  Ultima



Priming volume: 4,7 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary and Tertiary packaging : Cardboard corrugated box 
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 85cm +/-4cm

Rythmic Administration Set 
 Spike Set PN DEHP Free

KM1.EE.148.2

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Air In Line detection tube (PVC transparent)

Air eliminating filter (Acrylic natural transparent)
Filter media : Hydrophilic PES membrane 1,2um pore size
 11sqcm filtration area
Vent media: Hydrophobic PTFE membrane 0,03um pore size 

Open tip protector (PP green)
• Secure internal sterility
• Allows dripping during priming

Sterility protective cap (PP natural)
•Secure internal sterility

Vented spike : air inlet filter and On-Off cap (MABS white/ PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Slide clamp (PE blue)
(          Open / Closed          )

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm
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To be used only with Mini Rythmic  PN+ 
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Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension line (PVC amber translucent)
•Anti-kinking tube, 2-layer technology, outer layer is coloured and 
permits up to 7% transmission of light wavelength between 200nm and 450nm.  
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Upstream tube (PVC amber translucent)
•Anti-kinking tube, 2-layer technology, outer layer is coloured and 
permits up to 7% transmission of light wavelength between 200nm 
and 450nm.  
•Diameter: internal 1mm, external 2,2mm
•Length: 85cm +/-4cm

Rythmic Administration Set
 Spike Set PN with UV Protection

KE1.EE.350.2 

To be used only with Mini Rythmic  PN+ 
Rythmic  Serena / Rythmic  Ultima

Sterility protective cap (PP natural)
•Secure internal sterility

Slide clamp (PE blue)
(Open           /           Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Air In Line detection tube (PVC transparent)

1,2 micron

Tube to tube connector (MABS natural transparent)

Vented spike : air inlet filter and On-Off cap (MABS white / PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter (Acrylic natural transparent)
Filter media : Hydrophilic PES membrane 1,2um pore size
 10sqcm filtration area
Vent media: Hydrophobic PTFE membrane 0,03um pore size 

Open tip protector (PP green)
Secure internal sterility
Allows dripping during priming

Priming volume: 5,4 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box 
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging
Storage temperature: 05°C - 30°C

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Priming volume: 2,5 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box 
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set 
Spike Set S AD for PN/PN+ Pumps

KE1.EE.171.5

Sterility protective cap (PP natural)
•Secure internal sterility

Short upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Slide clamp (PE blue)
(Open            /            Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm
Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Air In Line detection tube (PVC transparent)
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Vented spike : air inlet filter and On-Off cap (MABS white/ PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Tube to tube connector (MABS natural transparent)

Tube to tube connector (MABS natural transparent)

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.

1cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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To be used only with Mini Rythmic  PN+ 
Rythmic  Serena / Rythmic  Ultima



Priming volume: 2,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set – Spike Set KM1.EE.099.2

Sterility protective cap (PP natural)
•Secure internal sterility

Vented spike : air inlet filter and On-Off cap (MABS white /PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Short upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 60cm +/-4cm

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /            Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Priming volume: 2,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 6mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural tranparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set – Spike Set S KM1.EE.155.1

Sterility protective cap (PP natural)
•Secure internal sterility

Vented spike : air inlet filter and On-Off cap (MABS white /PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Short upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open           /             Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 
Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Priming volume: 3,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Short Upstream tube (PVC transparent) 
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Rythmic Administration Set - Spike Set S Y KM1.EE.187.2
Sterility protective cap (PP natural)
•Secure internal sterility
Vented spike : air inlet filter and On-Off cap (MABS white / PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Slide clamp (PE blue) Open / Closed         

Air eliminating filter /anti-bacterial filter (Acrylic natural, transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Permanently bonded to the Y connector

One-way check valve, normally open (PC transparent / Si) 
Opening pressure range: from 0,01bar to 0,03bar (10 cmH2O to 30 cmH2O)
•Prevents back flow in secondary infusion line
•Permanently bonded to the Y connector
•Female Luer Lock entry for safer connection to the secondary infusion line
Y connector  (PVC transparent)
Slide clamp (PE blue)
(           Open / Closed          )
Y extension line (PVC transparent)
•Anti kinking 
•Diameter: internal 2,2 mm, external 4,1mm
•Length 19cm +/- 0,5cm
Male Luer Lock connector  (Acrylic natural, transparent)

Closed cap leak-proof (PP red) 
Important Warning : When the secondary line (at the Y connector) is not 
used, secure the lock of the open Y connector port with the closed cap.

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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2. Rythmic Administration Set 

Luer Sets
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Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/-11cm

Upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 85cm +/-4cm

Rythmic Administration Set - Luer Set PN DEHP Free KE1.EE.134.1

Slide clamp (PE blue)
(Open           /           Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Air In Line detection tube (PVC transparent)
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1,2 micron

Tube to tube connector (MABS natural transparent)

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter (Acrylic natural transparent)
Filter media : Hydrophilic PES membrane 1,2um pore size
 10sqcm filtration area
Vent media: Hydrophobic PTFE membrane 0,03um pore size 

Open tip protector (PP green)
Secure internal sterility
Allows dripping during priming

Priming volume: 5,2 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging: Cardboard corrugated box 
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging
Storage temperature: 05°C - 30°C

Male Luer Lock connector (MABS natural transparent)
•For safe connection to bag with Female Luer Lock output

Sterility protective cap (PE natural)
•Secure internal sterility

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Priming volume: 2,4 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set – Luer Set KE1.EE.197.0

Sterility protective cap (PP natural)
•Secure internal sterility

Short upstream tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 60cm +/-4cm

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /            Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Male Luer Lock connector (MABS natural transparent)
•For safe connection to bag with Female Luer Lock output

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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3. Rythmic Administration Set
 

Spike Connecting Lines
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Priming volume: 1,0 mL
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat sealed see through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)  
Protective packaging: Cardboard corrugated box
Delivery unit: Box of 15pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Short connecting line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Rythmic Administration Set
Double Short Spike connecting  line with 
back check valve DEHP Free

            KE1.EE.225.1 

Sterility protective cap (PP)
•Secure internal sterility

Slide clamp (PE blue)
(Open            /           Closed)

One-way check valve, normally open (MABS transparent / Si) 
Opening pressure range: from 1 mbar to 15 mbar (1 cmH2O to 15 cmH2O)
• Prevents back flow
• Fixed on the Y connector

Sterility protective cap (PE)
•Secure internal sterility

20
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For Multi - Line In PN Therapy used with 
Rythmic Adminsitration Set Luer PN F Set REF KE1.EE.134.1 

Vented spike : air inlet filter and On-Off cap (ABS / PE)
•Air vent delivered closed
•Safe connection to bag septum
•90deg angle with tube safe configuration 

Y connector (MABS clear)
• ends with female luer lock connector



Priming volume: 2,9 mL
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)  
Protective packaging: Cardboard corrugated box
Delivery unit: Box of 15pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Short connecting line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Rythmic Administration Set
Triple Short Spike connecting  line with 
back check valve DEHP Free

          KE1.EE.226.1 

Sterility protective cap (PP)
•Secure internal sterility

Pinch clamp (POM blue)

One-way check valve, normally open (PC transparent / Si) 
Opening pressure range: from 0,01bar to 0,03bar (10 cmH2O to 30 cmH2O)
• Prevents back flow
• Fixed on the Y connector

Sterility protective cap (PE)
•Secure internal sterility
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Vented spike : air inlet filter and On-Off cap 
(ABS / PE)
•Air vent delivered closed
•Safe connection to bag septum
•90deg angle with tube safe configuration 

Tri - connector (PC transparent )
• ends with male luer lock connector

Female/Female Luer Lock adaptor (ABS clear) 
• Fixed on the Y connector

For Multi - Line In PN Therapy used with 
Rythmic Adminsitration Set Luer PN F Set REF KE1.EE.134.1 
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Priming volume: 0,5 ml 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness)  
Protective packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging
Storage temperature: 05°C - 30°C

Short connecting line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Rythmic Administration Set 
Short Spike connecting  line DEHP Free

KE1.EE.179.2 

Sterility protective cap (PP)
•Secure internal sterility

Pinch clamp (POM blue)

Male Luer Lock connector  (ABS transparent)
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Vented spike : air inlet filter and On-Off cap (ABS / PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum
•90deg angle with tube safe configuration 

For Multi - Line In PN Therapy. Used with 
Rythmic Adminsitration Set Luer PN F Set REF KE1.EE.134.1 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 



4. Rythmic Administration Set 
Sets with Bags
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Sterility protective cap (PE natural)
•Secure internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /           Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

100ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C

Rythmic Administration Set - Mini Full Set 100mL KE1.EE.177.0

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Sterility protective cap (PE natural)
•Secure internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open             /           Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

200ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C

Rythmic Administration Set - Full Set 200mL KE1.EE.185.1

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Rythmic Administration Set - Full Set 250mL KE1.EE.352.1

Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open             /           Closed)

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

250ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C
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Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Sterility protective cap (PE natural)
•Secure internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /           Closed) 

100ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 0,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C

Rythmic Administration Set – Short Set 100mL KE1.EE.158.0

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)
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Tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 50mm +/- 2mm

Male Luer Lock connector (MABS natural transparent)

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Should only be used with 
Rythmic Administration Set Valve Extension REF KM1.EE.141.8 or 

Rythmic Administration Set Valve Extension with filter 0,2um REF KE1.EE.220.1  
and not any other extension line!

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Rythmic Administration Set - Y Mini Full Set 100mL KE1.EE.195.1

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension Line (PVC, transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm

Y connector (PVC transparent) 

Y extension line (PVC transparent)
•Anti kinking 
•Diameter: internal 2,2 mm, external 4,1mm
•Length 17cm +/- 1cm

Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

100mL transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Slide clamp (PE blue)   Open / Closed         )

Anti free flow valve : pressure activated valve and one-way check valve  
(MABS/PC transparent, Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Permanently bonded to the Y connector  
Closed cap leak-proof (PP red) 
Important Warning : When the secondary line (at the Y connector) is not 
used, secure the lock of the open Y connector port with the closed cap.

Slide clamp (PE blue)
•(         Open / Closed         )

Male Luer Lock connector  (MABS natural transparent)

One-way check valve, normally open  (PC transparent / Si) 
Opening pressure range: from 0,01bar to 0,03bar (10 cmH2O to 30 cmH2O)
•Prevents back flow in secondary infusion line
•Permanently bonded to the Y connector
•Female Luer Lock entry for safer connection to the secondary infusion line
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Priming volume: 2,9 mL 
Maximum pressure: 2 bar
Sterilization: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.



25

Rythmic Administration Set - Y Full Set 200mL KE1.EE.196.0

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension Line (PVC, transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm

Y connector (PVC transparent) 

Y extension line (PVC transparent)
•Anti kinking 
•Diameter: internal 2,2 mm, external 4,1mm
•Length 17cm +/- 1cm

Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

200mL transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Anti free flow valve : pressure activated valve and one-way check valve  
(MABS/PC transparent, Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Permanently bonded to the Y connector  
Closed cap leak-proof (PP red) 
Important Warning : When the secondary line (at the Y connector) is not 
used, secure the lock of the open Y connector port with the closed cap.

Slide clamp (PE blue)
•(         Open / Closed         )

Male Luer Lock connector  (MABS natural transparent)

One-way check valve, normally open  (PC transparent / Si) 
Opening pressure range: from 0,01bar to 0,03bar (10 cmH2O to 30 cmH2O)
•Prevents back flow in secondary infusion line
•Permanently bonded to the Y connector
•Female Luer Lock entry for safer connection to the secondary infusion line
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Priming volume: 2,9 mL 
Maximum pressure: 2 bar
Sterilization: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Slide clamp (PE blue)   Open / Closed         
5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Rythmic Administration Set - Y Full Set 250mL KE1.EE.354.1

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Extension Line (PVC, transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm

Y connector (PVC transparent) 

Y extension line (PVC transparent)
•Anti kinking 
•Diameter: internal 2,2 mm, external 4,1mm
•Length 19cm +/- 0,5cm

Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

250mL transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Anti free flow valve : pressure activated valve and one-way check valve  
(MABS/PC transparent, Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Permanently bonded to the Y connector  
Closed cap leak-proof (PP red) 
Important Warning : When the secondary line (at the Y connector) is not 
used, secure the lock of the open Y connector port with the closed cap.

Slide clamp (PE blue)
•(         Open / Closed         )

Male Luer Lock connector  (MABS natural transparent)

One-way check valve, normally open  (PC transparent / Si) 
Opening pressure range: from 0,01bar to 0,03bar (10 cmH2O to 30 cmH2O)
•Prevents back flow in secondary infusion line
•Permanently bonded to the Y connector
•Female Luer Lock entry for safer connection to the secondary infusion line
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Priming volume: 2,9 mL 
Maximum pressure: 2 bar
Sterilization: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Slide clamp (PE blue)   Open / Closed         
5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Sterility protective cap (PE natural)
•Secure internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Slide clamp (PE blue)
•(Open            /           Closed) 

200ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 0,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C

Rythmic Administration Set
Bag Set 200mL no filter

KE1.EE.345.1

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)
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Tube (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 20mm +/- 2mm

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

For Subcutaneous Use Only ! 



5. Rythmic Administration Set
 

Valve extension 
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Female Luer Lock connector (ABS transparent)
For safe connection to the Male Luer Lock exit port of the 
Rythmic Administration Set - Short Set 

Extension line (PVC transparent)
•Anti kinking
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/-8cm

Priming volume: 1,3ml
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Protective packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Rythmic Administration Set - Valve Extension Set KM1.EE.141.8

Sterility protective cap (PE)
•Protect internal sterility

Anti free flow valve / pressure activated valve and one-way check valve  
(ABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 
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Used obligatory and only with 
Rythmic Administration Set Short Set 100mL REF KE1.EE.158.0 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 



6.Rythmic Administration Set 

Yellow Spike Sets
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Priming volume: 2,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary and Tertiary packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set – Yellow Spike Set KM1.EE.160.0

Sterility protective cap (PP natural)
•Secure internal sterility
Vented spike : air inlet filter and On-Off cap (MABS white /PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open          /         Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 
Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Short Upstream tube (PVC transparent)
•Anti kinking
•Yellow color coded : Immediate identification of the 
administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 60cm +/-4cm

Extension line (PVC transparent)
•Anti kinking
•Yellow color coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Priming volume: 2,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set – Yellow Spike Set S KM1.EE.162.0

Sterility protective cap (PP natural)
•Secure internal sterility
Vented spike : air inlet filter and On-Off cap (MABS white /PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /           Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
•Secure internal sterility
•Secure luer lock connection and leak-proof
•Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Short Upstream tube (PVC transparent)
•Anti kinking
•Yellow color coded : Immediate identification of the 
administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Extension line (PVC transparent)
•Anti kinking
•Yellow color coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/- 11cm

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Priming volume: 2,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary and Tertiary packaging: Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion gude (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set 
Yellow Spike Set with NRFit Connector

KE1.EE.337.2

Sterility protective cap (PP natural)
•Secure internal sterility
Vented spike : air inlet filter and On-Off cap (MABS white /PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
•(Open          /         Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Short Upstream tube (PVC transparent)
•Anti kinking
•Yellow color coded : Immediate identification of the 
administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 60cm +/-4cm

Extension line (PVC transparent)
•Anti kinking
•Yellow color coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Male NRFit  Connector (MABS yellow transparent)
•Compliance to ISO 80369-6 Standard for Male Neuraxial Lock Connectors
•Yellow colour coded
•Prevents misconnections - Prevents medication errors 
 Converts line extremity to non luer geometry connector
•Permanently bonded to the Anti free flow valve male luer lock connector
Sterility protective cap (PE natural)
•Secure internal sterility

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm

. 
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Priming volume: 2,6 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper
(paper 70gsm, film PET/PE 12/50 65mic thickness) 
Secondary and Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging.
Storage temperature: 05°C - 30°C

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Rythmic Administration Set 
Yellow Spike Set S with NRFit Connector

KE1.EE.338.2

Sterility protective cap (PP natural)
•Secure internal sterility
Vented spike : air inlet filter and On-Off cap (MABS white /PE)
•Air vent delivered closed for direct soft / mobile bag use 
•Safe connection to bag septum (ISO 8536-4 compliant)
•90deg angle with tube safe configuration 

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open / Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Short Upstream tube (PVC transparent)
•Anti kinking
•Yellow color coded : Immediate identification of the 
administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 20cm +/-1cm

Extension line (PVC transparent)
•Anti kinking
•Yellow color coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 220cm +/- 11cm

Male NRFit  Connector (MABS yellow transparent)
•Compliance to ISO 80369-6 Standard for Male Neuraxial Lock Connectors
•Yellow colour coded
•Prevents misconnections - Prevents medication errors 
 Converts line extremity to non luer geometry connector
•Permanently bonded to the Anti free flow valve male luer lock connector
Sterility protective cap (PE natural)
•Secure internal sterility

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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7. Rythmic Administration Set

Yellow Sets with Bag
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Rythmic Administration Set 
Yellow Mini Full Set 100mL

KE1.EE.167.0

36

Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open          /          Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

100ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C
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Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Yellow colour coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.



Rythmic Administration Set
Yellow Full Set 200mL

KE1.EE.190.0
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Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /            Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

200ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C
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Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Yellow colour coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /            Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

250mL transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C

Rythmic Administration Set
Yellow Full Set 250mL

KE1.EE.362.1
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Sterility protective and leak proof priming cap with filter 0.2um (PP blue)
Secure internal sterility
Secure luer lock connection and leak-proof
Hydrophobic membrane PVDF 0,2um pore size 

Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Yellow colour coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.



Rythmic Administration Set 
Yellow Mini Full Set 100mL with NRFit Connector 

KE1.EE.339.2
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Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open            /            Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

100ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Yellow colour coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Male NRFit  Connector (MABS yellow transparent)
•Compliance to ISO 80369-6 Standard for Male Neuraxial Lock Connectors
•Yellow colour coded
•Prevents misconnections - Prevents medication errors 
 Converts line extremity to non luer geometry connector
•Permanently bonded to the Anti free flow valve male luer lock connector
Sterility protective cap (PE)
•Secure internal sterility

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.



Rythmic Administration Set
Yellow Full Set 200mL with NRFit Connector 

KE1.EE.340.2
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Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti-bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open / Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

200ml transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat-sealed see-through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Yellow colour coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Male NRFit  Connector (MABS yellow transparent)
•Compliance to ISO 80369-6 Standard for Male Neuraxial Lock Connectors
•Yellow colour coded
•Prevents misconnections - Prevents medication errors 
 Converts line extremity to non luer geometry connector
•Permanently bonded to the Anti free flow valve male luer lock connector
Sterility protective cap (PE natural)
•Secure internal sterility

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.
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Sterility protective cap (PE natural)
•Protect internal sterility
Filling port with luer activated valve (PVC/PP/Si)
•Female Luer Lock connector for safer filling procedure

Insertion guide (MABS natural transparent)

Pumping segment (silicone rubber transparent)

Air eliminating filter /anti bacterial filter (Acrylic natural transparent)
•Low protein binding
•Hydrophilic membrane (filter media) PES 0,2um pore size
•Hydrophobic membrane (vent media) PTFE 0,02um pore size 

Slide clamp (PE blue)
(Open / Closed)

Anti free flow valve / pressure activated valve and one-way check valve  
(MABS/PC transparent / Si)
•Opening pressure range: from 0,1bar to 0,35bar (100 cmH2O to 355 cmH2O)
•Ending with a Male Luer Lock connector 

250mL transparent soft bag (PVC transparent)
•Allow excellent visibility and tactility 
•Easy air removal after filling
•Allow easy set priming by simply squeezing the bag

Priming volume: 1,9 mL 
Maximum pressure: 2 bar
Sterilisation: Ethylene Oxide
Individual sterile protection: heat sealed see through pouch - peel off paper 
(paper 70gsm, film PET/PE 12/50 65mic thickness)
Secondary &Tertiary packaging : Cardboard corrugated box
Delivery unit: Box of 20pcs 
Expiry date and Lot number labelling: On unit, secondary and tertiary packaging 
Storage temperature: 05°C - 30°C

Rythmic Administration Set
Yellow Full Set 250mL with NRFit Connector 

KE1.EE.360.1
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Pressure sensor dome (silicone rubber transparent, PP white, PC blue)

Extension line (PVC transparent)
•Anti kinking
•Yellow colour coded : 
Immediate identification of the administration route, prevent medication errors
•Diameter: internal 1mm, external 2,2mm
•Length: 150cm +/- 8cm

Male NRFit  Connector (MABS yellow transparent)
•Compliance to ISO 80369-6 Standard for Male Neuraxial Lock Connectors
•Yellow colour coded
•Prevents misconnections - Prevents medication errors 
 Converts line extremity to non luer geometry connector
•Permanently bonded to the Anti free flow valve male luer lock connector
Sterility protective cap (PE natural)
•Secure internal sterility

5cm Tube (PVC transparent). Anti kinking. Diameter: internal 1mm, external 2,2mm.



CE mark. Device complies with requirements of 
Medical Device Directive 93/42/EEC.

LOT number

Catalogue number

Expiry date

Do not re-use

Do not use if package is damaged.

Do not resterilize

Not for IV use

Sterilized using ethylene oxide

Non pyrogenic fluid path

Priming volume

Latex free

DEHP free

Fluid line for use with pressure infusion equipment
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Glossary

EO

ml
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